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ScanTemp 410 infrared Range -60°C to 500°C

Product Images
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Short Description

ScanTemp 410 infrared Range -60°C to 500°C

Description

This ScanTemp 410 non contact thermometer is the ideal piece of equipment for speedy measurements of
surface temperatures without contact, even of hot, hazardous objects.

 

The laser pointer can be focused instantly and an accurate measurement taken within one second.

 

Technical Specification

Temperature range – -60°C to 500°C
Measurement: °C or °F
Accuracy: +/- 2°C
Spot size: 12:1Response time is 1 second
Dimensions: 175 × 39 × 80mm
Battery: 2 × 1. AAA Battery (Included)
Warranty: 1-Year
Manufacturer: TFA
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Additional Information

Brand TFA Dostmann

Temperature yes

Probe Humidity Range no

Probe Temperature Range no

Infrared Temperature Range -60°C to +500°C

Laser Sighting Single Laser

SD Card Slot no

Colour Screen no

Photo Function no

Clip-On no

Video Function no

Auto Switch Off no

Readings Date Stamp no

Water Resistant no

USB Cable no

Tripod no

Protective Case yes

Probe Temperature no

Infrared yes

Handheld yes

Calibration Can Not Be Calibrated

Dew Point no

Hold Function no

Count-Down Timer no

Size : Width 7.2cm

Size : Height 17.5cm
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Size : Depth 4cm

Backlight yes

Clock no

Temperature Accuracy +/- 2°C

Measuring Units °C & °F

Power Battery

High/Low Temp Alarm no

Response Time In Seconds 1

Probe Type no

HACCP Compliant yes

Warranty 1 Year

Calendar no

Min/Max Readings yes

Humidity Sensor no

High/Low Humidity Alarm no

Min/Max Reset yes

Touch Screen no

PC Connection no

Comfort Level Indicator no

Distance To Spot Size 12:1

Additional Options

Temperature Calibration
Certificate 2 Point Temperature Calibration (0°C / 60°C)

2 Point Temperature Calibration (please specify temperature points)

1 Point Temperature Calibration (0°C)
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